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	SEQUENCE OF BASIC JOB STEPS
	POTENTIAL HAZARDS 
	RECOMMENDED ACTION 

	1. Release retaining latch, slide generator out of compartment, check fuel level, and fill fuel tank if required.
	· Spillage of fuel and exposure to spilled fuel.
	· Use gloves when filling generator with fuel.

· If skin is exposed, wash the contaminated area immediately with soap and water.  Dry before resuming work with the generator.

· If fuel is spilled to pavement or ground, clean up the spill and manage generated waste as appropriate.

· Exercise care when filling up tank.  Do not overfill. Use a secondary container to catch any overfill.

· Avoid parking the truck in steep locations; the generator requires a level parking area.

	
	· Flash fire and problems related to operating a portable energy source.
	· Operate the generator in an area free from ignition sources and wet conditions.
· Exercise caution.  Make sure that the truck is in a clear area free from physical obstructions.

	2. Open fuel valve, turn generator switch to on position, and pull start cord to start generator.
	· Strain or more serious injury on the arm and/or other body parts due to excessive pulling effort.
	· Make sure that the fuel valve and generator switch are on the “open” and “on” positions, respectively, before pulling the “start” cord.

	
	· Strain or more serious injury on the arm and/or other body parts due to improper positioning of the body relative to the generator cord.
	· Make sure the body position relative to the “start” cord would allow for unrestrained motion to avoid strain or worse injury.
· Check to make sure that the truck is at a level position before operating generator.


	3. Plug equipment into outlet of running generator.
	· Electrical problems due to operation under wet conditions.
	· Operate generator away from the rain or moist conditions.

	
	· Injury due to defective plug or cord of the equipment
	· Inspect equipment to make sure that plug and cord are not defective; do not use if found defective.  Find a replacement.

	4. Operate the equipment free from physical  clutter and obstructions.
	· Tripping on extended equipment cord.
	· Post warning signs around the cord to avoid tripping.

· Provide barriers to prevent people from walking across and/or tripping on the extended cord.

	
	· Electrical hazards leading to electrocution, burns, or shock.
	· Operate generator and equipment away from moisture and physical clutter or obstruction.

· Remove physical hazards that may be present near the generator and equipment.

· Do not use equipment plug or cord if defective.

· When finish using the equipment, shut it off, unplug properly, shut down the generator according to proper procedures; and move the equipment away, making sure that the cord is properly tucked to prevent tripping.


S:\Penn PRIME\Loss Control\LC JSA's\JSA - Generator for Engine - Warren-2.doc

