	JOB SAFETY ANALYSIS
	Job Task: Replacing a Street Sign                             
	Date:

	Analysis Performed By:
Findlay Township

	SEQUENCE OF BASIC JOB STEPS
	POTENTIAL HAZARDS 
	RECOMMENDED ACTION OR PROCEDURE

	1. Gather Equipment to Replace/Repair Sign.

	· Lifting tools
· Tripping
	· Use proper posture
· Use gloves

	2. Load and drive to location.

	· Driving
· Strains
	· Check vehicle for any defects
· Use safety belts

· Get directions to job location

	3. Assess the damage.

	· Loose pole
· Loose sign

· Ground objects
	· Wear gloves, hard hat and safety vest
· Wear safety boots with good treads to prevent slips

	4. Remove old sign
 
	· Pole and/or sign falling
· Muscle strain

· Traffic hazards
	· Wear gloves, hard hat and safety vest
· Don’t force the old pole out of the ground

· Use a jack to get pole out of ground

· Use flaggers when work restricts traffic flow

	5. Install new sign/pole.
 
	· Muscle strain
· Body strikes
	· Have two employees set the pole upright and into location
· Stay clear of hammers and only use pole sledge to set pole

	6. Clean up site.

	· Muscle strain
· Tripping hazards
	· Use proper posture to lift objects
· Put all tools and unwanted parts in truck

· Fill in any ground holes 

· Report any maintenance problems
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